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Components List:

1 QuickStrap Assembly

2 Trailer Roof

3 x6 - Steel Mono Bolt Rivets �������������� 

4 Pop-Rivet Tool ��������������

2

3

3

1

Exploded View:
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2

Quickstrap Assembly

Trailer Roof

1
1 Position and align the QuickStrap 

on either the roof bow closest to 
the centre of the 1st pallet space.

Align to Trailer Roof

Rivets3

2

1 3

3

1b When �tting the Quickstrap extrusion ensure the Black retractor is �tted to the winch side 
of the truck or trailer as close as possible to the roof rail (5mm to 10mm clearance). This 
should leave 40-50mm clearance at the other end of the Quickstrap between the hoop side 
and roof rail.

Align to Trailer Roof

Where there is less than 40mm of clearance between the roof rails, contact Transking.

Hoop side Retract Housing side

Est. 40-50mm Clearance 5-10mm Clearance
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2 Locate and mark the mounting position holes. Drill the roof bow or mounting plate with a 
ø6.5mm drill. Secure with Steel Mono Bolts/rivets aligned to mounting holes provided. Minimum 
4 mono bolts/rivets required.

Rivet in Place

4

When cutting / shortening the aluminium extrude to the desired length, ensure that the  9 mm 
“mounting holes”  for the End Cap have been drilled in the correct position. Refer to the template guide 
on page 6 for marking the 9 mm “mounting holes”.

2b Pop-Rivet the aluminium extrude 
to the roof or mezzanine roof on 
each end of the QuickStrap.

Rivet in Place
Rivet Tool4

*** CAUTION ***
DO NOT drill through roof sheet 

when drilling position holes.
 Use a drill spacer if required.

150 mm
100 mm
50 mm

190 mm
140 mm
90 mm

Distance
from end

Hoop side Retract Housing side
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When  Safety Matters
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Dimensions:

 32 mm
(1.26”)

 

 52 mm
(2”) 

 82.3 mm
(3.24”) 

 2170 mm (85.4”)  
 2125 mm (83.7”) 

 52.3 mm
 (2.03”)

 90 mm
(3.5”) 

 32 mm
(1.26”)

 

 52 mm
(2”) 

Disclaimer:

Ensure that when drilling the hole, DO NOT penetrate through through roof sheet. Should 
be installed by a quali�ed trade installer. Transking does not warrant any product failure 
from incorrect installation.

After 1st Quickstrap is installed and tested, proceed by �tting remainder of Quickstraps 
over or as close as possible above individual pallet positions. On completion, clean or 
sweep all drilled �lings from �oor.

Identify position for storage of the Extension Pole.  This could be on the inside or the 
outside of the vehicle or even on the rear of Á’trailers.  A bracket socket is provided for 
storage together with a snap clip to secure the pole.

Transking will not take any responsibility for incorrect �tting of any equipment. 

 120 mm
(4.7”) 

88 mm
(3.5”) 



Dimensions are approximate. Information in this brochure is representative of the actual products at the time of printing. Due to out policy of 
continuous product development the designs and speci�cations depicted are subject to change without notice. Please con�rm all particulars 
with your sales consultant prior to purchase. Each product is covered by limited warranty. Full terms and conditions are available from your sales 
consultant. 

Net Pattern

17 mm

17 mm

26 mm


